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[image:  Tiaga siding panel
  *vertical batten board look, locking hidden fastener siding panel* 22 and 24 gauge az50 base coated steel or .0 * aluminum, copper and zinc available *industry best pvdf finishes * many color choices
12” panel width ” *textured and wood look paints available* non flammable *can be installed horizontally* up to 30 foot seamless lengths *low maintenance*no painting or rot repair*




*
Doesn’t need painting or sealing *designed for 30-50 years of performance* long lasting and durable
]
 Tiaga siding panel
  *vertical batten board look, locking hidden fastener siding panel* 22 and 24 gauge az50 base coated 
steel or .0 * aluminum, copper and zinc available *industry best pvdf finishes * many color choices
*12” panel width ” *textured and wood look paints available* non flammable *can be installed 
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Panel Width:

Standard 10 12" 14" 16" 18" 20"
Custom 10”- 25" Coverage
Warranty 40 year limited*
24 (PVDF/SMP)
Available Gauges | 26 (SMP)
.032 (Aluminum)
Panel Height 3/4"
Batten Width 2"
AZ 50 (Aka Galvalume®/Zincalume®)
Substrate Alirintn
Finishes PVDF Resin Based (24 GA Steel)
PVDF Resin Based (.032 Aluminum)
SMP Paint Finish (24 & 26 GA)
Fasteners Concealed

Panel Length

30" Maximum

Installation

Horizontal or Vertical Installation

COVERAGE 10" TO 25"
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